
PRODUCT DETAILS:

Wet Rated
A wiring kit is supplied
Energy-efficient integrated LED - safer for the environment and low maintenance
12V systems with LED bulbs consume less energy leading to lower electricity bills and a
reduced carbon footprint
ADA compliant design provides added accessibility and maximum clearance
Step lights are a versatile way to illuminate areas of foot traffic
The Hinkley Home Automation App allows you to control your landscape lights anytime,
anywhere. You can turn dimmers on/off and adjust sliding brightness settings remotely.
LED integrated components carry a 10-year limited warranty

LOUVERED BRICK
LIGHT
15765MZ
LED FLUSH STEP LIGHT 12V
Engineered with the durability to withstand the
elements, Hinkley LED Flush Step Lighting features a
sleek, low-profile design that seamlessly blends into
outdoor structures. A solid brass, louvered face plate
features a Matte Bronze or Satin Black finish that
complements masonry or wood constructions.
Integrated low-voltage LEDs behind an etched glass
lens cast bright yet comfortable light, adding safety to
steps and atmosphere to exterior spaces. Named
after the ruggedly beautiful island off the coast of
British Columbia, our Hardy Island Collection is
impeccably constructed with solid cast brass to defy
the harshest environments.
 

DETAILS

FINISH: Matte Bronze

MATERIAL: Brass

GLASS: Etched Lens

DIMMABLE: YES - WITH MLV ON
TRANSFORMER
PRIMARY

DIMENSIONS

WIDTH: 9"

HEIGHT: 3"

WEIGHT: 2.1lb

LIGHT SOURCE

LIGHT SOURCE: Integrated LED

LED NAME: LV10W

WATTAGE: 10.30w LED *Included

VOLTAGE: 12v

VOLT AMPS: 11.8

LUMENS: 44

CRI: 80

INCANDESCENT
EQUIVALENCY:

1 x 20w

DIMMABLE: YES - WITH MLV ON
TRANSFORMER
PRIMARY

TRANSFORMER
REQUIRED:

Yes

MOUNTING

LEAD WIRE: 1 X 300"

SHIPPING

CARTON LENGTH: 9.8

CARTON WIDTH: 2

CARTON HEIGHT: 3.3

CARTON WEIGHT: 1.5
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